Fﬁ@@@f -. CAM TRIGGER KIT

Fabrication INSTALLATION GUIDE PART NO. RXF-010605

INSTALL TIME: 1 - 2 hours
DIFFICULTY LEVEL: 4

TOOLS NEEDED: socket driver
8 mm allen socket
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Fﬁ@@@f -. CAM TRIGGER KIT

Fabrication INSTALLATION GUIDE PART NO. RXF-010605

1. Remove the distributor assembly. Please follow the BGB for this procedure. (Fig 1)

Figurel

Release 01.06.2024 - tech@racerxfabrication.com
© 2024 Racer X Fabrication - 4700 Knowles Rd, North Adams, M| 49262 USA


https://racerxfabrication.com/mr2-celica/ignition/cam-trigger-kit
https://racerxfabrication.com
https://racerxfabrication.com/mr2-celica/ignition/cam-trigger-kit

Fﬁ@@@f -. CAM TRIGGER KIT

Fabrication INSTALLATION GUIDE PART NO. RXF-010605

2. Install the cam trigger assembly into the intake cam key. Be sure the cam triggerisin
the correct orientation, as the trigger is slightly offset. (Fig 2 and Fig 3)

Figure 3
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Fﬁ@@@f -. CAM TRIGGER KIT

Fabrication INSTALLATION GUIDE PART NO. RXF-010605

3. Install the cam trigger cover. Tighten the supplied M10 bolts using an 8 mm allen head
socket to 29 ft-lbs. Finally, thread the Cherry Hall sensor until it touches the cam wheel's
external tooth, then turn it counterclockwise 2 full revolutions. This will set the gap at
0.062". Then, tighten the sensor jam nut. (Fig 4 and Fig 5)

For wiring specifications please
reference Cherry Hall part number
GS1007.

Cherry Hall is now ZF Electronics.
Please see the following link for wiring
specifications:

http://switches-sensors.zf.com/us/
wp-content/uploads/sites/7/2012/05/
Datasheet_GS1005-GS1007_
EN_29_11_17.pdf

*IMPORTANT: The sensors require
2.4K ohm pull up resistors which are
supplied with the kit.
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Figure 5
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